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LN\ PRECISION
Eﬁ Iy PUNCH & TOOLING

High Precision Products for Industry

Every Part, Every Time...

—Where Innovation Meels Precision —

1

304 Christian Lane
Berlin, CT USA 06037-7087
www.ppunch.com

S

Reliable Dependable Quality
ISO 9001 ¢ ISO 13485
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. ‘ PRECISION TOOLING MADE IN THE USA SINCE 1965

precision

Uncompromised Quality, Outstanding Service... Every Time.

Since 1965, Precision Punch & Tooling has been manufacturing
stock and custom tool blanks, die buttons and mold components
for a variety of industries. Over the years, our responsiveness to
customer needs has enabled us to grow into a full-service
organization with-an extensive line of products, exceptional
customization capabilities, and an unswerving commitment to
quality. Today, Precision Punch continues to set the standard for
the highest caliber of perfection for mold making, stamping, and
cold heading for eyelet and injection molding manufacturers;
industrial and electronic manufacturers; medical, pharmaceutical,
surgical, and dental manufacturers; automotive and aircraft
manufacturers; and military and civilian munitions manufacturers.

Our comprehensive and ever-expanding catalog reflects our
steadfast commitment to satisfying our customers’ needs.

Our state-of-the-art production and inspection equipment,
experienced team of engineers, highly skilled machinists and
Stamping knowledgeable customer service agents assure the highest level
: of quality and personalized service every step of the way.
Molding All Precision Punch products are created to meet the most
Pharmaceutical rigorous national and international specifications

Medical Components and certifications.

Ammunitions

Fin Die Tooling All of this allows us to continually fulfill our mission to
Metal Forming “Define Excellence” in everything we do.
Aerospace
Electronics

Automotive

www.ppunch.com




Serving Our Customers’ Vision for Special
and Custom Tooling Requirements.

Precision Punch & TooIing has a long-established reputation
as a quality manufacturer and a leader for standard, custom, and special
tooling for the many market segments and industries we serve. The markets
nd the needs of our customers continue to evolve at an ever-increasing rate.

This demands that our capabilities continue to expand and our passion

for innovation lead to new products, higher quality, and an even higher

level of service and support to the customers we serve.

Precision Punch & Tooling has become the manufacturer

of choice when product development and innovation of special

or customtooling for unique manufacturing applications is critical. O . PUNCHES, PINS & DIES

Our Mission and Vision Statements guide ourcommitment to

serving the evolving needs of our customers e e

B . MINIATURES

[ | | CAN & END TOOLING

Engineering Solutions & Services

e Steel selection for your specific application

® Heat treatment methods to optimize tool life
® Engineered surface treatments

® Computer Aided Engineering

® Computer Aided Design and Manufacturing

® FEA analysis, process simulation, and tooling optimization
[ | . FIN DIE TOOLING

® Product development of specialty tooling

® Design for manufacture and performance



| l MEDICAL & PHARMACEUTICAL COMPONENTS

[ | | CUSTOM, AUTOMOTIVE & AEROSPACE

] | FEELER GAGES & SHIM STOCK




. ‘ PRECISION TOOLING MADE IN THE USA SINCE 1965

www.ppunch.com

uncompromised quality | outstanding service

mission statement

vision statement

We will place our customers in a position to succeed by proactively understanding
their evolving needs by continually expanding upon the products we offer, the core
technologies we invest in, and the training of our people. We will relentlessly improve
upon our value — creating processes to achieve unparalleled customer commitment,
service, quality, and value so that we mutually benefit from predictable, sustainable,

and profitable growth. e e

We are a manufacturer of high precision steel tooling and components, serving
market segments involved in: Stamping, Injection Molding, Metal Forming,
Fabricating, Ammunition, Electronics, Automotive, Aerospace, Can & End Tooling,
Fin Die Tooling, Medical, Dental, Pharmaceutical, and Biotech.

We will continue to invest in our processes, core competencies, company
knowledge/skills, and capital equipment to meet the evolving needs of our customers,
offering a continually expanding portfolio of products and services. In doing so, we will
develop customer-supplier integration and relationships which anticipate their product

needs and simplify their decision to make us their one stop supplier of choice. o e

Punches | Dies | Perforators | CorePins | Mold Pins | Ejector Pins | Tool Blanks | Gages | Springs



M-2 High Speed Steel Perforators

Form Ground ¢ Rc 60/63

Diar:eter L = Overall Length
.001"
increments 22"
.010-.014 5.10
.015-.019 4.20
.020 - .029 3.40 . . .
.030 - .055 3.12 o .
.056 - .087 3.42 3.90 6.75 12.33 .
.088 - .131 3.82 4.31 6.27 11.75 18.00
132 -.179 4.07 4.54 6.51 12.09 18.45
.180- .225 4.64 5.17 7.1 12.69 19.02
.226 - .250 5.48 6.00 7.87 13.20 19.62

Altered lengths available upon request.
Larger diameters or optional material on request.
All dimensions are inches.

Set-up Charges - shaded sizes only
2-1/2” — 4” $30.00
6” — 8” $40.00

(@)
L3 RRECRON

E

H 1.8D
Ref \
+. 005
L 7D _ 000
+01 Maximum “T”
+.02 is 5/32” with
diameters > .224”
" +.0002%
D -.0000
.0003
b= * - 0000 f greater than .250

and/or L (length) greater than 2.500

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter .010-.029 .030-.125 .126-.250

1-24

25-49

50-249

250+

Style Dia. Length Mat. Qty.

Price (each) | On Request .35 .45

NET

5%

10%

Call

A 126 21/ M-2 50

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com




M-2 High Speed Steel Perforators

Form Ground ¢ Rc 60/63

Style AB

Dia::eter L = Overall Length
.001"
increments
.010 - .014 1/32 1/16 515 | 6.13 | 8.16 | 11.00
.015 - .019 1/32 116 421 | 515 | 7.04 | 10.21
.020 - .029 3/64 116 340 | 411 | 6.13 | 9.50
‘ﬁﬂ- 1030 - .036 e 16 565 | 8.40
.037 - .046 5/64 116 284 | 565 | 7.77 | 14.22 | 23.38
.047 - .055 3/32 5/64 470 | 7.41 | 13.93 | 21.85
.056 - .064 7/64 5/64 23.67
065 - .078 /g 5/g4 3.77 | 4.83 | 7.41 | 13.57 | 22.73
.079 - .087 964 3/32 21.84
.088 - .099 5/32 3/32
.100 - .120 11/64 3/32 419 | 525 | 6.90 | 12.90 | 19.80
121 - 131 3/16 3/30
132 - .147 13/64 3/32
148 - 163 /32 3/32 449 | 553 | 7.16 | 12.09 | 18.45
60° 164 - 179 15/64 3/32
180 -.194 1/4 3/32
moo{ 195 - 210 17/64 3/3p 515 | 6.28 | 7.80 | 13.96 | 20.92
H 005 j r 211-.225 9/32 3/32
7\ A ] 226 - 241 19/g4 332
D 22257 | oo | Yo 604 | 7.3 | aes | 1498 | 2220
T .273 - .288 /32 3/16
0% 289 - .304 23/g4 3/16
.305 - .320 3/g 3/16 7.00 | 8.83 | 9.77 | 17.78 | 25.04
o 321-.336 | 5/ 316
$ .337 - .352 13/32 3/16
.353 - .368 27/g4 3/16 8.58 | 9.98 | 11.62 | 20.00 | 28.95
369 - .375 /16 3/16
376 - .436 3/16 10.41 | 12.33 | 14.17 | 22.59 | 31.68
y L 437 - 484 06 3/16 11.81 | 14.60 | 16.58 | 25.20 | 34.41
J L—D+'OOOS 485 - 562 D 09 3/16 13.27 | 17.03 | 18.50 | 26.44 | 35.77
-0p00) 563 - .625 3/16 15.06 | 19.98 | 21.71 | 29.73 | 39.03
.626 - 1.000 3/16 On Request

Altered lengths available upon request.
Larger diameters or optional material on request.
All dimensions are inches.

Set-up Charges - shaded sizes only
2-1/2” — 4” $30.00
6” — 8” $40.00

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter | .010-.029 |.030-.125|.126-.375|.376-.499.| .500-.625 1-24 | 25-49 | 50-249 | 250+ Style Dia. | Length | Mat. Qty.
Price (each) | On request .35 .45 .65 On request NET 5% 10% Call AB 126 21/ M-2 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




M-2 High Speed Steel Perforators £ PRECISION

"o PUNCH & TOOLING
Form Ground ¢ Rc 60/63 7 e b i P —

Style B

D
Diameter L = Overall Length
.001"
increments io0" 12"
.010 - .014 1/32 1/16 5.10 | 6.13 | 8.17 | 11.00
.015-.019 1/32 116 421 | 510 | 7.04 | 10.21
.020 - .029 3/64 116 3.40 | 413 | 6.13 | 9.31
.030 - .036 116 1716 5.69 | 8.40
.037 - .046 5/64 116 2.84 | 5.65 | 7.77 | 14.22 | 23.38
.047 - .055 3/32 3/32 4.70 | 7.29 | 19.93 | 21.85
.056 - .064 7/64 3/32 23.66
.065 - .078 /8 3/32 3.77 | 4.83 | 7.41 | 13.57 | 22.73
.079 - .087 964 3/32 21.84
.088 - .099 5/32 3/32
.100 - .120 11/64 3/32 419 | 525 | 6.90 | 12.90 | 19.80 | 27.59 | 35.64
121 - 131 3/16 /8
132 - 147 13/p4 1/8
.148 - 163 7/30 1/8 449 | 553 | 7.16 | 12.09 | 18.95 | 25.77 | 33.15 +000 _y o
164-.179 | 154 18 -.005 ’
.180 - .194 1/4 1/8 L L1 I___l ‘+
.195 - .210 17/64 1/8 5.10 | 6.28 | 7.81 | 13.96 | 20.92 | 29.28 | 37.66 [ ] T
211 - .225 9/32 1/8
206 - .241 19/g4 1g 5 *T
242 - 257 516 316 +.01 o
6.04 | 7.13 | 8.65 | 14.98 | 22.30 | 31.22 | 40.18 +.02 .
.258 - .272 21/4 3/16
273 - .288 /32 3/16
.289 - .304 23/p4 3/16
.305 - .320 3/ 3/16 7.00 | 8.83 | 9.77 | 17.78 | 25.04 | 35.08 | 44.99 ||
.321 - .336 25/64 3/16
| |« y+0002*
.337 - .352 13/32 3/16 -.0000
.353 - .368 27/p4 3/16 8.35 | 9.98 | 11.58 | 20.01 | 28.95 | 40.55 | 52.14
.369 - .375 e 3/16 * Optional "T" of 3/16"
+.06 All Sizes
.376 - .436 D S 3/16 10.41 | 12.33 | 14.17 | 22.59 | 31.68 | 44.39 | 57.02
437 - 484 3/16 11.81 | 14.60 | 16.58 | 25.20 | 34.41 | 48.15 | 61.91 wp_ t -gggg If greater than .375
.485 - .562 3/16 13.28 | 17.03 | 18.50 | 26.44 | 35.77 | 50.08 | 64.41 and/or L (length) greater than 2.500
563 - .625 316 15.06 | 19.40 | 21.71 | 29.73 | 39.03 | 54.75 | 70.26 orstyle BT.
.626 - 1.000 3/16 On Request
Altered lengths available upon request. Set-up Charges - shaded sizes only
Larger diameters or optional material on request. 2-1/2” — 4” $30.00
All dimensions are inches. 6” — 8” $40.00

10" —12”  $50.00

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter | .010-.029 |.030-.125|.126-.375| .376-.499 | .500-.625 1-24 | 25-49 | 50-249 | 250+ Style Dia. | Length | Mat. Qty.
Price (each) | On request .35 .45 .65 On request NET 5% 10% Call B .126 21/ M-2 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




Close Space Punch Blanks
M-2: Rc 60/63 ¢ A-2: Rc 60/62 ¢ PM-10V: Rc 61/63

=

CS-A - 06 .0625 4.32 6.53
CS-A-09 .0938 4.75 7.23
CS-A-12 .1250 4.75 7.23
CS-A-15 .1562 21/2 Only 5.08 7.73
Style CS-A CS-A-18 1875 5.81 8.81
CS-A-21 .2188 5.81 8.81

N TTm“’O5 CS-A-25 .2500*% 6.88 10.46
J
\¢T s b
+.02

180
*.250 diameter T= 5/32

Ref

CS-AB-06 .0625 | 7/64 | S/64 4.31 6.53 5.49
CS-AB-09 .0938 | 5/32 332 Standard 4.75 7.23 5.96
CS-AB-12 1250 | 3/16 3/32 21/ - 4.75 7.23 5.96
CS-AB-15 1562 | 7/32 3/32 (?ul/tzo 5.08 7.73 6.29

On

St I CS AB (See Request
- -AB- 9, 3
yie CS-AB21 | 2188 | Um2 | %2 | D°% | 581 | 881 | 713

CS-AB-18 1875 /4 3/32 length 5.81 8.81 7.13

CS-AB-25 .250 5/16 3/32 charge 6.88 10.44 8.10

+.005
N TTMO CS-AB-31 | 3125 | 3 | 84 | POOW 7.61 11.57 8.99
! _4 CS-AB-37 .375 16 | 316 8.26 12.54 9.60
-
\%f D%
+000 Liﬁg; _/\/ L
- Length PM-10V|A-2 M-2
CS-B-06 |.0625| 18 | 1 4.31 6.53 5.49 8.35
B - 5, 1
CS-B-09 |.0938 S | Vg | g | 475 7.23 5.96 9.06
CS-B-12 | .1250 | 316 | g | 21- 4.75 7.23 5.96 9.06
1
Styl e CS_B CS-B-15 | .1562 | 7/32 | g C?’ut/fo 5.08 7.73 6.29 9.54
CS-B-18 |.1875 | 14 | 1 | length 5.81 8.81 713 | 10.84
n 9 1 (See
T 1005 Cs-B-21 | 2188 | Y | Vs | o 5.81 8.81 713 | 10.84
CS-B-25 |.250 | 546 | 18 | charge | 6.88 | 1044 | 810 | 12.33
L below)
CS-B-31 |.3125| 38 | 316 7.61 1157 | 899 | 13.65

CS-B-37 375 116 3/16 8.26 12.54 9.60 14.59
D* 0002
L +o01 JV—J 0000 All dimensions are inches.
000 +oz

-.005

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter .0625-.125 | .1562-.375 1-24 25-49 | 50-249 250+ Style Dia. Length | Mat. | Qty.
Price (each) .35 .45 NET 5% 10% Call CS-B-12| .0625-.375 | 21/ M-2 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




Stepped Close Space Punches

M-2: Rc 60/63 ¢ A-2: Rc 60/62 « PM-10V: Rc 61/63

Style C

( 60°

Heet W

S-AP

005

/.

Style CS-ABP
% (60

'

L 13 OH
+01 y +

+.02 +.005 +.02

03 -.000 03

B+ +.
-.00 -.00
U\(SIB”R
p* 0002 ‘ P +.0002

-.0000 J

L
LD +.0002

I

-.0000

e ) L
R | e

.0000

7

T

+.005
+.010

N 3/8"R

L T
+01 +.005
+02 +.010

+.03
B0
U¥ 3/8'R
p +0002 ‘

-.0000
J [ o002

-.0000

L P = Point Diam. B = Std.
Dia. | Length any .0001” incr. | Point Length — |
A-2M-2 | PM-10V A-2M-2 PM-10V*

-06 | .0625 Min. | .031 316 1260 | 1640 | 14.11 18.73
-09 | .0938 Min. | .062 14 1329 | 17.37 | 1485 | 21.64
12 | 125 |Sgndard| win. | 003 516 1335 | 1741 | 1495 | 19.80
15 | 1562 | 312 | Min. | 125 3g 1389 | 1812 | 1546 | 2052
-18 | .1875 | length | Min. | .156 He 1436 | 19.47 | 1663 | 2230
21 | 2188 | corei | Min. | 182 11 1500 | 19.94 | 1675 | 2259
25 | 250 g';?gsg Min. | 218 916 1651 | 2226 | 1811 | 24.73
-31 | 3125 Min. | .281 5/g 17.56 | 24.08 | 1936 | 26.77
-37 | .375 Min. | .343 58 1849 | 2545 | 2023 | 2839

Pilots 0[619 Angles

Rectangle
e
| PerYour Drawing | X

(*) CS-BP only.
See page 4 for BLANK sizes available.
All dimensions are inches.

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter .0625-.125

.1562-.375 1-5 6-24

25-49

50-249 | 250+

Style

Length

Mat. | Pt. Dia. | Qty.

Price (each)

.35 .45 $10 Set NET

5%

10% Call

CS-BP-06

2

A-2 .031 15

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com




Punch Blanks
M-2: Rc 60/63 ¢ A-2: Rc 60/62 ¢ D-2, PM-M4, PM-10V: Rc 61/63

Style PPB

Standard Lengths

L=Length | , > | Mm-2 | D-2 | PM-M4 | PM-10V

1/4” increm.
PPB-12 | /g | 1/4 |1/8 (3/16) 11/4-3 9.98 |10.47 | 12.62 | 15.80 | 18.39

PPB-18 | 3/16 | 5/16 |1/8 (3/16)| 11/4-31/2 |10.10|11.80|13.30| 17.41 | 20.22
PPB-25 | 1/4 | 3/g |3/16 (1/8)| 11/4-31/2 |10.38|12.29(13.70| 1826 | 22.21
PPB-31 | 5/16 | 7/16 |3/16 (1/8) 11/4-4 12.06 [ 14.31 | 14.74 | 19.33 | 23.72

PPB-37 | 3/g | 1/2 |3/16 (1/8) 11/4 -4 15.71 [ 18.05 | 18.35 | 22.33 | 25.75
i .---"""——.—-F PPB-43 | 7/16 | 916 | 3/16 11/2-4 17.94|20.09 | 20.70 | 26.92 | 31.45
PPB-50 | 1/2 | 5/8 | 3/16 11/9-4 19.26 | 22.77 | 23.49 | 2840 | 35.16
PPB-62 | 5/8 | 3/4 |3/16 (1/4) 11/9-4 22.00 | 24.94 | 26.39 | 37.76 | 46.34

PPB-75 | 3/4 | 7/8 |3/16 (1/4) 11/9-4 26.66 | 31.54 | 33.15 | 48.93 | 60.84
PPB-100| 1 |11/g|3/16 (1/4) 11/9-4 38.64 | 50.60 | 53.04 | 73.67 | 96.06

* PPBT: Optional T (PPBT) A-2 and M-2 only.

+.000

-.010 ~
Extra Length 6" and 8"

|—| 4& E + T = Head

. . Thickness
/ T PPB - 12 1/ /4 178 17.87 21.64 23.43 26.81
.g; R T PPB - 18 3/16 5/16 /8 19.29 22.53 23.69 28.19
:g?g PPB - 25 /4 3/8 3/16 20.54 23.72 24.71 29.54
L PPB - 31 5/16 76 316 24.92 28.41 30.28 36.25
::g; PPB - 37 3/8 /2 316 26.77 34.42 35.54 42.16
PPB - 43 16 9/16 3/16 29.69 36.88 39.01 47.07
PPB - 50 172 5/8 3/16 31.04 38.13 39.86 51.07
PPB - 62 S/ 3/4 3/16 32.89 44.67 48.86 64.50
PPB - 75 3/4 7/8 3/16 43.16 55.34 60.57 67.39
J L D +0002 PPB - 100 1 118 3/16 67.56 88.51 92.20 117.73

+.0004

Extra Length 10" and 12" (available on request)

All dimensions are inches.

Quantity Discounts How to order: Example

1-24 25-49 | 50-249 250+ Style Length Mat. Qty.
NET 5% 10% Call PPB 25 3 M-2 50
PPBT 12 3 M-2 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




Ejector Punch Blanks £ PRECISION
M-2: Rc 60/63 ¢ D-2, PM-M4, PM-10V: Rc 61/63 i :

Style PEB

L = Length Component

1/4 ” increm. (PEC)

12* 1/ 1/4 /8 11/4-21/ 10 37.87 On Request

18 3/16 5/16 1/ 11/4-3 20 29.11 | 30.34 34.09 43.23
25 1/4 3/g 3/16 11/4-3 29 31.61 | 32.71 36.71 45.61
31 5116 | THe | 316 11/4-4 42 31.89 | 33.45 | 38.26 48.20
37 3/ 1/2 3/16 11/4-4 60 32.21 | 33.67 39.67 50.47
43 16 9/16 3/16 11/0-4 60 34.31 | 35.85 43.16 54.93
50 170 5/8 3/16 112-4 60 36.33 | 37.90 | 45.76 59.70
62 5/g 3/4 3/16 112-4 90 40.96 | 42.15 | 52.80 68.41
75 3/4 7/8 3/16 112-4 90 50.20 | 52.29 66.87 85.05
100 1 1175 | 316 11p-4 90 7212 | 74.76 | 98.67 127.57 +.000 -

-.010

* PEB-12 stocked in M-2 only.

L
+.01
+.02
Component Specifications
Set Screw Price
Component
per Set +.0002
D+.0004
PEC-05 3-48 | 0.19 080 | 240 017 1.10 048 | .031 4.49
PEC-10 2-56 | 0.12 065 | 2.40 022 2.0 .062 .031 4.09
PEC-20 3-48 | 0.19 080 | 2.40 .027 2.0 .062 047 4.09 S I PEC
PEC-29 5-40 | 0.19 104 | 240 027 2.0 073 | .047 4.09 ty e
PEC-42 8-32 | 0.19 135 | 3.20 041 2.0 094 | 062 4.09 |
D
PEC-60 10-32 | 0.19 162 | 3.00 .058 2.0 120 | .062 4.09 Eh B L |
PEC-90 1/4-28 | 0.25 216 | 3.05 089 | 225 156 | .094 4.09 L Hom|
PEC-120 | 51¢-24 | 025 | 270 | 256 | 120 | 225 | .188 | .094 | 562 'y A’He

Components may be purchased separately.
All dimensions are inches.

T
[

AT
ARASRRS

| 1
AU

Quantity Discounts How to order: Example i

1-24 25-49 | 50-249 250+ Style | Length Mat. Qty.
NET 5% 10% Call PEB-31| 31/4 | PM-M4 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




Stepped Punches

M-2: Rc 60/63 ¢ A-2: Rc 60/62  D-2, PM-M4, PM-10V: Rc 61/63

Style PS*

Concentricity

Tolerance

+.0002
-0

+.0005
#2

#1 .0003

Round

.0005

.0003
Shaped

+.0005

#2 _ 0005 001

How to check “G”... G= P

Standard Keying

Parallel to the major axis (Ref. 0°)
Custom location on request.

+.000
D+.125 __o,oa‘

‘

v

! 316 3%
¥ i Single Flat Double Flat Dowel
/ 1/8" When Diameter 1 F 2F 2D
Equals 1/8" or 3/16"
.01 R
.02 900 900 900
|;1 Standard Lead ~9000 | |
N nda i
o2 180L —-0° 180> (&B —0° 180&— 0°
j \\/ N /)
-2 LDl -~ D, o625
B |2 5 62 ! 2 or
12R | [ ‘ 1/8" Dia.
270° 270° 270° Dowel
o L
J L D J00s
Style PSP ‘ Style PSO ‘ Style PSD
Round Oblong Y Dee |

)

.
|__suersn

Rectangle

0

wl 1
__suere

Radius
Rectangle R

(Specify)

w
2

P
wol 1P

Flatted
Round

See page 16 for PRICE LIST

How to order: Example

(also ¥
G < & Isr;culgfssa \ ) Style |Length|Mat.| Pt.Dim. (P xW) |Pt. Length | Tol. | Keying | Qty.
/\D P /\ P D P PSP-31| 2 |M-2 138 1 #2 24
_f _f % PSO-25| 21/4 [10-V| .1614 x.0986 11/4 #1 | 1F 6
w W PSK-37 | 21/4 |10-V|.1614x.1267 R.010| 11/4 #1 | 1F 6

* When ordering please specify style PSP, PSO, PSD, PSR, PSK or PSF.
For additional shapes see page 25.
All dimensions are inches.

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238 sales@ppunch.com




Stepped Punches £ PRECISION

_]' S PUNCH & TOOLING

M-2: Rc 60/63 ¢ D-2, PM-M4, PM-10V: Rc 61/63 i e

See page 16 for PRICE LIST

L = Standard Length L::";:t"; 5| pound - Shapes
in. W Max. P or G
114 112 134 2 214 212 234 3 1/2 .031 .062
Ps 12 | /g 11/ 13/4 2 214 210 234 3 3/4 .062 .062 1245
13/4 2 21/4 21/ 2314 3 1 .062 .062
2 214 212 234 3 11/4 .093 .093
114 112 13 2 214 210 234 3 314 31/ 1/2 .046 .062
112 13/ 2 214 210 234 3 314 31/ 3/4 .062 .062
PS*18 | 3/16 13/4 2 21/4 212 2314 3 314 31 1 .062 .062 .1870
2 214 212 234 3 314 312 11/4 .093 .093
214 210 23 3 314 31/ 11/ 125 125
114 112 134 2 214 210 234 3 314 31/ 1/2 .062 .062
112 134 2 214 210 23 3 314 31/ 3/4 .062 .062
PS*25 | 1/4 13/4 2 214 212 234 3 314 312 1 .062 .062 2495
2 214 210 234 3 314 31/ 11/4 .093 .093
214 210 23 3 314 31/ 11/ 125 125
114 112 134 2 214 212 234 3 314 312 334 4 1/2 .093 .093
112 13/ 2 214 210 234 3 314 312 331 4 3/4 .093 .093
PS*31 | 5/16 13/4 2 214 212 234 3 314 312 334 4 1 .093 .093 .3120
2 21/4 212 2314 3 314 312 33 4 114 .093 .093
214 210 23 3 31/4 31/ 331 4 11/ 125 125
114 112 131 2 214 210 234 3 314 312 33/ 4 1/2 125 125
112 13/ 2 214 210 234 3 314 381 331 4 3/4 125 125
PS*37 | 38 13/4 2 214 212 234 3 314 312 334 4 1 125 125 .3745
2 214 212 234 3 314 312 334 4 11/4 125 125
214 210 234 3 314 31/ 331 4 11/ 125 125
112 13/ 2 2114 210 23 3 314 312 33/ 4 3/4 .187 .187
ps 43 | 7116 13/4 2 21/4 21/ 2314 3 314 312 33 4 1 187 187 4370
2 214 2120 234 3 314 312 331 4 11/4 187 187
21/4 21/ 2314 3 314 312 334 4 11/ 187 187
112 134 2 214 210 234 3 314 312 331 4 3/4 225 187
PS50 | 1o 13/4 2 214 210 23 3 31/4 31/ 331 4 1 225 187 4995
2 21/4 212 2314 3 314 312 334 4 11/4 225 187
214 210 234 3 314 31/ 331 4 11/ 225 187
112 13/ 2 214 210 23 3 314 312 33/ 4 3/4 .310 .250
Ps 62 | 58 13/4 2 214 210 234 3 314 312 331 4 1 .310 .250 6245
2 214 210 234 3 314 31 331 4 11/4 .310 .250
214 210 23 3 314 31/ 331 4 11/ .310 .250
112 134 2 214 210 234 3 314 312 331 4 3/4 .390 312
Ps 75 | 3 13/4 2 214 212 234 3 314 312 331 4 1 .390 312 7495
2 214 210 23 3 314 310 331 4 11/4 .390 312
214 210 234 3 314 31 331 4 11/ .390 312
112 13/ 2 214 210 23 3 314 312 33/ 4 3/4 .485 375
Ps 100 | 1 13/4 2 21/4 212 2314 3 314 312 334 4 1 .485 375 9995
2 214 210 234 3 314 31/ 331 4 11/4 485 375
21/4 23/ 3 314 31/ 331 4 11/ .485 375
* When ordering please specify style PSP, PSO, PSD, PSR, PSK or PSF.
Coatings available.
All dimensions are inches.
For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




Ejector Punches

M-2: Rc 60/63 ¢ D-2, PM-M4, PM-10V: Rc 61/63

Style PE*

Concentricity

Tolerance
PtoD T.I.R.
#2002 .0003
Round .
#2 f:8 005 .0005
= 41 70002 008
Shaped ” 0005 o
-.0005 E
How to check “G”... G= p2 + W2

+.000
D+.125 .‘010"

"

+.005
316 +.010

Standard Keying

1/8" When Diameter
Equals 1/8" or 3/16"

- 5
-.0010

Standard Lead 000!
A2

=

B

Jd
I

p—

Parallel to the major axis (Ref. 0°)
Custom location on request.
Single Flat Double Flat Dowel
1F 2F 2D
90° 9P° 9P°
7\
—-0° 180%— —-0° 180% ‘ —-0°
L N ) L
~D %!2 - »‘ b +.0625
|2 N [l) 2 | 2 or
| w \ 1/8" Dia
270° 270° 270° Dowel

D +.0002

L— +.0004

See page 17 for PRICE LIST

See page 7 for PEC Component Specifications.

Round J Oblong J DeWe J

o e e

o S VR I L R L

Style PER Style PEK Style PEF
Rectangle  pCltgle p | Hatted

(Specify)

How to order: Example

(also
Style |Length|Mat.| Pt. Dim. (P x W) Pt. Length | Tol. | Keying | Qty. G < J isr:qﬂ:fee)sG \< *)_{ _{
PEP-31 2 M-2 .138 1 #2 24 /\E 2] /\ P E)] P
PEO-25| 21/4 |10-V .1614 x .0986 11/4 #1 1F 6 _)I L_ _)I D _)I D
PEK-37| 21/4 |10-V|.1614 x.1267 R.010 11/4 #1 1F 6 w w w

* When ordering please specify style PEP, PEO, PED, PER, PEK or PEF.
For additional shapes see page 25.
All dimensions are inches.

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238 sales@ppunch.com
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Ejector Punches £ PRECISION

_]' S PUNCH & TOOLING

M-2: Rc 60/63 * D-2, PM-M4, PM-10V: Rc 61/63 i e

See page 17 for PRICE LIST

L = Standard Length Loran 2| e Pl e st e | G PR
PEr12 | /8 114 112 1314 2 2174 212 1/4 .050 .062 1945 PEC-10
1174 112 1314 2 21/ 21/ 1/ .050 .062
114 112 13/ 2 214 2170 234 3 1/ .062 .062
PE*18 | 3/16 112 1314 2 2174 21/ 234 3 3/4 .062 .062 .1870 PEC-20
13/4 2 21/4 212 234 3 1 .062 .093
114 1172 13/ 2 2174 2172 234 3 1/ .093 .093
PE* 25 1/4 112 1314 2 2174 2172 234 3 3/4 .093 .093
13/4 2 21/4 2172 234 3 1 .093 .093 2495 PEC-29
PE* L 2 21/4  21/5  23/4 3 11/4 .093 .093
11/4 1172 13/4 2 21/4 2170 234 3 31/4 310 334 4 1/ 125 125
. 11/2 13/ 2 2174 2170 234 3 31/4 31/ 334 4 3/4 125 125
PETS1 | 5716 13/4 2 2174 21/ 234 3 31/4 312 334 4 1 125 125 .3120 PEC-42
2 21/4 210 234 3 31/4 310 334 4 11/4 125 125
PE* L 21/4 2172 23/4 3 31/4 31/2 38/ 4 11/ 125 125
114 112 1314 2 21/4  21/0 234 3 31/4 31/ 334 4 172 187 187
PE* 37 3/8 1172 13/4 2 21/4 2170 234 3 31/4 310 334 4 3/4 187 187
13/4 2 214 2172 234 3 3114 312 334 4 1 .187 .187 3745 PEC-60
2 21/4  21/2  23/4 3 314 312 334 4 11/4 187 187
PE* L 21/ 2172 284 3 314 312 334 4 11/ 187 .187
1172 13/4 2 2174 2172 234 3 314 312 334 4 3/4 .187 .187
PE* 43 | 7/16 13/4 2 21/4 21/ 234 3 31/4 312 334 4 1 187 .187
214 2170 234 3 3114 31/2 334 4 11/4 187 .187 4370 PEC-60
PE* L 2174 21/ 234 3 31/4 312 334 4 11/2 187 .187
1172 13/4 2 21/4 2170 234 3 31/4 310 334 4 3/4 225 .250
PE* 50 172 13/4 2 2174 212 234 3 314 312 33 4 1 .225 .250
2 24 2 2% 3  3lg 3l 3 4 1174 225 | 250 4995 PEC-60
PE* L 21/4 2172 234 3 31/4 312 334 4 11/2 225 .250
112 1314 2 2174 21/ 234 3 314 312 334 4 3/4 .310 282
PE* 62 5/8 13/4 2 21/4 2172 234 3 314 312 334 4 1 .310 .282
214 2170 234 3 3114 31/2 334 4 11/4 .310 282 6245 PEC-90
PE* L 21/4 215 234 3 31/4 312 334 4 1172 .310 .282
1172 13/4 2 21/4 2170 234 3 31/4 310 334 4 3/4 .390 312
PE* 75 3/4 13/4 2 2174 212 284 3 314 312 334 4 1 .390 312 7495 PEC-90
2 214 212 234 3 314 312 334 4 11/4 .390 312
PE* L 21/4 2172 234 3 31/4 312 334 4 11/2 .390 312
11/2 13/ 2 214 2172 234 3 31/4 3172 334 4 3/4 .485 375
PE* 100 1 13/4 2 2174 2172 234 3 31/4 312 334 4 1 .485 .375 9905 PEC-90
21/4 2170 23/4 3 31/4 312 334 4 11/4 485 375
PE*L 2174 21/ 234 3 31/4 3l2 334 4 11/2 .485 375
* When ordering please specify style PEP, PEO, PED, PER, PEK or PEF.
Note: PE* L denotes longest Point Length — Please specify when ordering.
Coatings available.
All dimensions are inches.
For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Pilot Punches

M-2: Rc 60/63 ¢ A-2: Rc 60/62  D-2, PM-M4, PM-10V: Rc 61/63

Sty|e PPP See page 16 for PRICE LIST

Style D Point Point Diam. P

L = Standard Length

PPP | Dia. Length B

114 11/ 13/4 2 21/4 210 23/4 3 1/ .061 125
12 1/8 112 138/4 2 21/4 212 23/4 3 3/4 .061 125
134 2 214 21/ 234 3 1 .061 125
2 214 2172 234 3 11/4 .092 125
114 112 13/4 2 214 210 283/4 3 31/4 312 172 .061 | .1875
112 1314 2 21/4 21/ 2814 3 31/4 31/2 3/4 .061 | .1875
18 3/16 1814 2 214 21/ 23/4 3 3l/4 3172 1 .061 .1875
2 214 210 23/4 3 31/4 312 11/4 .092 | .1875
21/4 2172 23/4 3 31/4 31/2 11/ 124 | 1875
11/4 1120 18/4 2 21/4 210 23/4 3 31/4 31/2 1/ .061 .250
" 12 134 2 24 21 285 3 314 31 %, | 061 | .250
j ’“ i 25 1/4 13/4 2 214 21/2 2314 3 314 3110 1 .061 250
P ) sieoes 2 214 215 234 3 314 31 1174 092 | .250
/ et b 214 219 234 3 34 32 11/ | 124 | 250
o Eae s g4 1o 134 2 214 212 23/4 3 34 32 334 1i2 092 | 3125
A S 1 134 2 2V4 215 234 3 8l 31 34| B4 | 092 | 3125
W T 31 | 5/16 134 2 214 2152 234 3 314 31/ 334 1 092 | .3125
2 214 2170 28/4 3  31/4 31/2 33/ 11/4 .092 | .3125
/ j 21/4 21/0 23/4 3 31/4 31/ 3314 11/ 124 | 3125
12R B /4 110 1314 2 21/4 210 23/4 3 31/4 31/2 33/4 1/ 124 375
AT l 11/2 13/4 2 21/4 21/ 23/4 3 31/4 31/2 334 3/4 124 .375
; gz 37 3/8 13/4 2 21/4 21/ 23/4 3 31/4 31/ 33/4 1 124 | 375
L = 2 214 2 284 3 34 31 34| 114 | 124 | 375
i LD:ggg‘Z‘ 21/4 2172 23/4 3 31/4 31/2 334 11/ 124 375
V 110 1314 2 21/4 2170 23/4 3 31/4 31/2 33/4 3/4 .186 | .4375
Parabolic Points 43 7116 18/4 2 214 21/p 23/4 3 31/4 31/2 334 1 186 | .4375
at Various Diameters 2 21/4 212 234 3 31/4 31/2 334 11/4 186 | .4375
P°i.'2‘t£ig'ig."er 21/4 21/2 28/4 3 31/4 31/ 3314 11/2 .186 | .4375
112 13/4 2 21/4 210 283/4 3 31/4 31/2 334 3/4 224 | .500
50 12 13/4 2 21/4 21/p 23/4 3 31/4 31/2 334 1 224 .500
2 214 2170 28/4 3 31/4 31/2 334 11/ 224 .500
21/4 21/2 2814 3 31/4 31/2 334 11/2 224 .500
110 1314 2 21/4 2170 23/4 3 31/4 31/2 33/4 3/4 .309 625
.238 62 5/8 18/4 2 21/4 21/p 23/4 3 31/4 31/2 334 1 .309 625
21/4 21/ 23/4 3 31/4 31/2 334 11/4 .309 | .625
21/4 21/2 23/4 3 31/4 31/2 33/4 11/ .309 .625
11/2 13/14 2 21/4 21/ 23/4 3 31/4 31/2 3314 3/4 .389 .750
/ 75 /4 138/4 2 21/4 21/p 23/4 3 31/4 31/2 334 1 .389 .750
Point Dia.Under 2 21/4 219 2314 3 31/4 312 334 11/4 .389 | .750
Endof 238 Dia- 21/4 21/p 234 3 314 3l 33| 112 .389 | .750
"”"chcf M9 L 1o 184 2 214 21 284 3 314 312 33| S 484 | 1.000
KT Less 134 2 21/4 21/ 23/4 3 31/4 31/2 33/4 1 .484 | 1.000

25 Than 100 1
¥ wiggg 2 21/4 219 23/4 3 31/4 31/2 334 11/4 .484 | 1.000
21/4 2172 23/4 3 31/4 31/2 334 11/ .484 | 1.000

Coatings available. All dimensions are inches.
" +.0002 Style |Length|Mat. | Pt. Dia. | Pt. Length | Tol. | Qty.
-0 PPP-50| 33/4 |M-2| .2718 11/ #2 | 19
#2 +9005 .0005
For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238 sales@ppunch.com
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EDM Die Blanks

M-2: Rc 60/63 ¢ PM-10V: Rc 61/63

Style DB

D+40002

+0004 [ >

-

—>

+.01
+.02

-.000
Standard Lead 0010

5

IRI[AES

L = Standard Length

Style HB

+0002
+.0004
—>
+.01
+.02

+.005

3/16 +010
125
when

D =.1875
D+.125 +~°°°J<—>‘ )

-.010

Concentricity "P" to "D" .005

Price Each

DB HB DB HB
18 1875 .030 172 5/8 3/4 7/8 11/8 18.19 22.70 27.37 32.23
25 .2500 .046 172 5/8 3/4 7/8 11/8 17.93 22.41 27.26 32.09
31 3125 .046 172 5/8 3/4 7/8 11/8 11/4 17.50 21.89 28.13 33.12
37 .3750 .062 1/2 5/8 3/4 7/8 11/8 11/4 13/8 1172 17.70 22.15 29.46 34.65
43 4375 .062 1/2 5/8 3/4 7/8 11/8 11/4 13/8 1172 19.67 24.57 33.41 39.29
50 .5000 .093 1/2 5/8 3/4 7/8 11/8 11/4 13/8 1172 20.49 25.63 35.48 42.10
62 6250 | .003 3/4 7/8 11/ | 11/4 | 13/ | 11/2 | 23.83 | 29.79 | 42.78 | 50.35
75 .7500 .093 3/4 7/8 11/8 11/4 13/8 1172 29.54 36.95 53.24 62.65
87 .8750 .093 3/4 7/8 11/8 11/4 13/8 1172 39.48 49.36 70.98 83.90
100 1.000 125 3/4 7/8 11/8 11/4 13/8 1172 42.45 53.06 78.93 93.87
125 1.250 125 3/4 7/8 11/8 11/4 13/8 1172 53.32 66.62 96.76 | 113.82
" . .
S?Drggllll-\el_rsl:acl?)l;gee:tt: :oa\é7l=l’l;z:l :\II:iIZSIgeir? ;fzs,tﬁm-m, D-2; custom hole location.
All dimensions are inches. 1-9 10-24 | 25-49 | 50+
NET 5% 10% Call

How to order: Example

Style | Length

Mat.

Qty.

HB-25 1

M-2

10

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com




Precision Die Buttons

M-2: Rc 60/63 ¢ PM-10V: Rc 61/63 ¢ (A-2,

Style D*

+.0002
+.0004
-—D— .125 Straight
* Land
+010 Cl *
+.020 . i
% L Ll
* 1: :1 —=—Press in Lead
A
125
Style P ‘ Style O ‘ Style D
Dee
Round n Oblong g w_ ] 4
' 2
or A :
Rectangle Radius R. Flatted
Rectangle P Round
c 4 4
A i i
T T

* When ordering please specify style Headless DP, DO, DD, DR, DK
or DF; Headed HP, HO, HD, HR, HK or HF.

For additional shapes see page 25.

All dimensions are inches.

D-2 and M-4 on request)

Style H*

+.0002
+.0004

o

125 Straight
Land

T — _r
I
+01 i 1
L +.02 | | 010
| | Fillet
- / 1020
1 1
] j i f
1 1
i = 1_1]
+0.00
. —o.01 188 1010
¢ D125 —=
L} * .125 when
D=.1250r.1¢

Concentricity
Tolerance
PtoD T.I.R.

# +9002 0003
Round -

#2 +9005 .0005

# 5002 .0003
Shaped v +.0005 001

-.0005 :
How to check “G’\./ G = P2 + W2

Die Construction

Wire cut construction
tapered relief
.004"/.006"/inch/side

See page 17 for PRICE LIST

How to order: Example

Style | 399 | Length |Mat.| Pt.Dim.(PxW) | Tol. | Keying | Qty.
DK 37 78 |M-2| .109x.225R.010 | #1 | 1F | 4
HO 50 1 | M2 250 x .375 #2 6
For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Precision Die Buttons

See page 17 for PRICE LIST

Style Body
D* or H* | Code

L = Standard Length

£33 PRI

2 PRECISION
gf-l.l o H & :.l. r]

o 18 | 36 | .050-.128 .050 - .130 Vo | %8 | %4 | 78| 1 |18

b 25 | W | .062-.170 .062 - 170 Vo | |3 | U8 | 1 |18

o 31 | 546 | .062-.212 062 - 212 o 5% |3 | 8| 1 |1Ve|11a

o 37 | ¥ | .075-.255 075 - 255 Vo |58 | 3% | e | 1 18|11 | 198|112
o 43 | 76 | .075-.297 075 - 297 Vo 5 |3 | T8 | 1 |1Ve |14 | 138 | 112
o 50 | 12 | .108-.344 108 - .344 Vo 5% | 3% | 78| 1 |18 |14 | 138 | 112
o 62 | 58 | .108-.425 108 - .425 % | 78 | 1 [1vs | 114 | 138 | 112
o 75 | 3 | .108-.510 108 - .510 % | T8 | 1 |18 | 114 | 138 | 112
o 87 | 7 | .108-.680 108 - .595 3% | T8 | 1 |18 | 114 | 138 | 112
b 100 | 1 | .140-.680 140 - 680 Y | e | 1 |18 | 114|138 | 112
o 125 | 114 | .140-.850 140 - .850 % | T8 | 1 [1Ve | 114 | 136 | 112

* Smaller P or W available on request.
All dimensions are inches.

Standard Keying

Parallel to the major axis (Ref. 0°)
Custom location on request.

Single Flat Double Flat Dowel
1F 2F 2D
9'0° 9'0° 9|0°
RN
180°——-0° 180°——-0° 180°——-0°
—>|2 L |—>|2 < _>.| b +.0625
|2 . 62 | 2 for
l . | 1/8" Dia.
270° 270° 270° Dowel

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com
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Price List: Stepped Punch & Pilot Punch

M-2: Rc 60/63 ¢ A-2: Rc 60/62  D-2, PM-M4, PM-10V: Rc 61/63

D = Body Diameter

Tolerance Steel Style PSP
12 18 25 31 37 43 50 62 75 100
M-2 23.69 24.56 25.21 26.14 | 27.48 | 3157 | 3588 | 41.65 | 54.49 | 88.78 Round
#1 A-2 20.94 21.20 21.81 2285 | 23.37 | 26.62 | 2992 | 34.44 | 4533 | 72.97
+.0002 D-2 24.00 24.93 25.56 26.51 27.87 | 32.04 | 4595 | 43.00 | 5544 | 90.26 O
-0 PM-M4 27.40 29.08 30.23 31.50 | 34.13 | 30.67 | 44.68 | 54.02 | 70.13 | 113.74
PM-10V | 31.86 35.32 36.11 38.41 41.76 | 48.73 | 56.00 | 68.66 | 87.84 | 143.79
M-2 18.88 19.72 20.25 2148 | 2223 | 2593 | 2035 | 3544 | 46.43 | 75.85
42 A-2 16.63 16.84 17.34 17.77 | 1861 | 2155 | 2401 | 2825 | 38.07 | 61.34
+.0005 D-2 19.22 20.08 20.60 2147 | 2265 | 26.40 | 29.88 | 36.14 | 47.38 | 77.34
-0 PM-M4 22.50 23.98 24.99 26.61 2862 | 33.77 | 37.76 | 46.81 | 61.68 | 100.19
PM-10V | 25.76 29.28 28.90 3210 | 3520 | 41.68 | 47.80 | 60.09 | 77.74 | 127.61
Tolerance Steel el
12 18 25 31 37 a3 50 62 75 100
M-2 43.79 46.18 48.38 53.89 | 60.65 | 72.19 | 82.19 | 96.02 | 117.83 | 150.34 Oblong Dee
#1 A-2 38.96 40.84 42.85 47.38 | 53.46 | 63.46 | 71.87 | 83.05 | 102.56 | 128.27 O D
410002 D-2 44.18 46.60 48.77 5420 | 61.08 | 72.77 | 82.80 | 96.92 | 118.93 | 152.11 ”
_0 PM-M4 56.93 55.55 58.52 65.54 | 74.28 | 88.66 | 100.55 | 118.92 | 146.74 | 190.72
PM-10V | 60.29 66.31 69.16 77.80 | 88.87 | 106.26 | 121.75 | 145.29 | 178.16 | 234.95 .
M-2 3083 | 4200 | 4406 | 4903 | 5530 | 6599 | 7515 | 88.32 | 105.64 | 140.28 | | Rectangle R::til:;e E';‘:L‘ﬁ'.i.'
#2 A-2 35.70 37.11 38.91 43.04 | 4859 | 57.83 | 6557 | 95.94 | 94.40 | 119.14 |:| D D
+.0005 D-2 40.18 42.48 44.42 4946 | 55.73 | 66.55 | 75.78 | 89.12 | 109.93 | 142.98
_0 PM-M4 47.61 50.82 53.59 60.08 | 67.68 | 81.55 | 89.12 | 109.93 | 136.40 | 179.19 | 1_g pcs., $50 set-up charge.
PM-10V | 54.34 60.75 63.38 7135 | 81.60 | 97.87 | 112.26 | 134.72 | 165.99 | 221.34
Tolerance Steel ol
12 18 25 31 37 a3 50 62 75 100
M-2 29.96 31.20 32.16 3375 | 35.07 | 39.44 | 4419 | 50.78 | 63.70 | 98.56 Pilot
#1 A-2 26.93 27.50 28.40 2916 | 30.54 | 34.10 | 37.81 | 4260 | 53.77 | 81.71
410002 D-2 30.32 31.55 32.49 3377 | 3544 | 39.92 | 4456 | 4536 | 64.33 | 99.47
_0 PM-M4 34.45 36.36 37.85 39.86 | 42.43 | 48.31 | 53.77 | 63.45 | 79.93 | 123.88
PM-10V | 39.63 43.60 44.79 4749 | 5123 | 5856 | 69.99 | 79.43 | 98.95 | 155.30
M-2 25.20 26.36 27.19 28.31 2980 | 33.79 | 37.62 | 44.03 | 5532 | 85.04
#2 A-2 22.65 23.14 23.91 2464 | 25.83 | 29.02 | 31.90 | 37.13 | 46.52 | 70.06
+.0005 D-2 25.52 26.71 27.56 28.70 | 30.20 | 34.27 | 38.36 | 44.73 | 56.28 | 86.55
_0 PM-M4 29.43 31.25 32.62 3458 | 36.88 | 42.38 | 46.87 | 56.27 | 71.48 | 106.16
PM-10V | 33.66 37.55 38.34 41.18 | 4467 | 51.49 | 5815 | 70.83 | 93.59 | 139.13

Quantity Discounts Standard Keying

Double Flat

1-9

10-24

25-49

50-249

250+

NET

5%

10%

15%

Call

Single Flat
1F

Dowel

5.00

7.50

5.00

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com
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Price List: Ejector Punches £ PRECISION
_]_;' PUSCH & TOOLNG
- . ey L
M-2: Rc 60/63 ¢ D-2, PM-M4, PM-10V: Rc 61/63 i e
D = Body Diameter
Tolerance Steel
12 18 25 31 37 a3 50 62 75 100
M-2 5185 | 4352 | 4369 | 4436 | 4598 | 48.47 | 5339 | 59.72 | 73.25 | 110.95
1 Round
D-2 - 4562 | 4606 | 46.76 | 47.74 | 5350 | 54.97 | 61.49 | 75.15 | 113.49
+-9%°2 PM-M4 - 48.47 | 49.05 | 4957 | 5152 | 57.37 | 63.61 | 73.41 | 91.29 | 138.46 @
PM-10V - 52.78 | 59.91 61.07 | 63.99 | 7158 | 80.56 | 92.31 | 113.48 | 176.89
M-2 4873 | 39.69 | 4025 | 4090 | 41.84 | 4435 | 4913 | 55.64 | 68.78 | 102.88
#2 D-2 - 4099 | 41.69 | 4272 | 4369 | 4561 | 50.68 | 57.34 | 69.93 | 105.59
+-9%05 PM-M4 - 4457 | 4573 | 4610 | 47.03 | 54.10 | 58.99 | 67.75 | 83.53 | 128.43
PM-10V - 5452 | 5502 | 5583 | 56.847 | 67.82 | 73.89 | 86.79 | 1046 | 163.83
D = Body Diameter
Tolerance Steel Style PEO Style PED
12 18 25 31 37 a3 50 62 75 100
I
M-2 67.36 | 6320 | 6340 | 66.02 | 71.74 | 82.99 | 92.54 | 105.28 | 12558 | 157.16 Oblong Dee
# D-2 - 6450 | 69.96 | 69.99 | 76.36 | 84.16 | 94.00 | 106.90 | 127.94 | 159.67 @ @
+0002 PM-M4 - 69.42 | 7158 | 7695 | 84.84 | 9854 | 110.13 | 126.17 | 156.11 | 195.24
’ Style Style Style
PM-10V - 8515 | 87.40 | 94.90 | 104.86 | 121.77 | 139.30 | 158.13 | 190.12 | 245.36 e
W M-2 6553 | 60.34 | 6056 | 6258 | 66.62 | 77.55 | 85.81 | 97.81 | 117.44 | 150.18 Rectangle _Radius  Flatted
D-2 - 61.34 63.03 66.45 71.24 | 79.26 | 87.34 | 93.36 | 119.49 | 153.00 Rectangle Round
+0005 PM-M4 - 64.88 | 6601 | 71.69 | 79.96 | 92.55 | 103.06 | 119.55 | 143.78 | 186.35 |E| E] E]
PM-10V - 8169 | 81.76 | 88.64 | 97.76 | 113.62 | 127.85 | 157.71 | 178.27 | 232.19

e For Ejector Punch style details see pgs. 10 & 11
e 1-6 pieces, $50.00 set-up charge for punches (shapes only)
e Delivery: Round = 1 to 2 days; Shapes = 3 days

Precision Die Buttons

M-2: Rc 60/63 ¢ PM-10V: Rc 61/63 ¢ (A-2, D-2 and M-4 on request)

D = Body Diameter Style P

DP M-2 | 33.51 | 32.85 | 32.90 | 33.11 | 37.54 | 38.30 | 41.88 | 56.82 | 68.39 | 78.40 | 95.60 Round
Headless | p\1ov | 42.01 | 41.92 | 42.70 | 43.87 | 48.13 | 50.40 | 57.49 | 78.50 |104.56 | 112.88 | 135.86 O
HP M-2 | 39.01 | 38.74 | 38.29 | 38.48 | 43.91 | 44.85 | 49.10 | 59.73 | 71.53 | 83.55 | 106.32

Headed | pyv10v | 47.97 | 47.83 | 48.75 | 50.19 | 57.34 | 59.87 | 68.24 | 83.44 | 103.05 | 124.16 | 149.82

D_ M-2 | 105.52 | 105.33 | 104.95 | 105.09 | 118.95 | 119.72 | 124.44 | 151.04 | 170.49 | 183.77 | 207.63 Style 0 Style D
Headless | p\1-10v | 150.05 | 149.93 | 150.71 | 151.91 | 172.48 | 174.59 | 184.51 | 220.04 | 249.16 | 270.84 | 303.36
Oblon Dee
H M-2 | 113.16|112.55|112.43 | 112.64 | 127.97 | 128.90 | 157.77 | 160.02 | 179.80 | 188.77 | 218.85 Og D

Headed | p\1-10v | 156.09 | 155.97 | 156.88 | 158.27 | 181.61| 184.06 | 194.21|229.19 | 261.16 | 278.14 | 313.82

NOTE: Pricing shown is for tolerance #2. For tolerance #1 prices, please add 25%. Style R Style K Style F
e For Die Button style details see pgs. 20 & 21 Quantity Discounts

* 1-6 pieces, Set-up Charges: M2 = $15, PM-10V = $30, Shapes = $50

Radius  Flatted
- - - - Rectangle
1-9 10-24 25-49 | 50-249 | 250+ g Rectangle Round

NET 5% 10% 15% Call |:| D D

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Ground Fractional Tool Blanks

M-2 High Speed Steel: Rc 60/63

Style FTB

D L = Length
.--/__,- Diameter
- : : 1/32 0.91
3/64 0.91
1716 1.28 2.40
5/64 1.28 2.40
These are standard M-2 blanks from which we 3/30 1.28 2.40
grind our punches. All are in stock and
available at very low prices. 7le4 1.28 2.40
1/ 1.28 2.40 3.93 6.23 9.53
> | - D -{-882 964 1.30 2.42 4.02 6.44 9.65
5/32 1.30 2.42 4.02 6.44 9.65
Q /64 1.80 2.42 4.02 6.44 9.65
3/16 1.80 2.42 4.02 6.44 9.65
13/p4 1.93 3.21 4.85 7.26 10.47
7/32 1.93 3.21 4.85 7.26 10.47
15/g4 1.93 3.21 4.85 7.26 10.47
>~ 1/4 2.13 3.34 4.98 7.58 10.81
(A L 17/64 2.92 3.75 5.41 7.92 11.24
+.01 9/32 2.92 3.75 5.41 7.92 11.24
+.02 19/64 2.92 3.75 5.41 7.92 11.24
5/16 3.09 4.16 5.57 8.34 11.65
21/64 3.34 4.58 6.25 8.73 12.06
/30 3.75 4.98 6.66 9.14 12.47
23/p4 4.08 5.32 7.35 9.48 12.82
3/8 4.40 5.57 7.60 9.80 13.16
25/64 4.83 6.09 7.87 10.23 13.56
13/30 5.24 6.51 8.13 10.65 13.97
27/64 5.58 6.84 8.50 11.79 15.76
7/16 5.89 7.15 8.83 12.13 16.14
1/2 711 8.60 10.78 13.28 17.63
9/16 8.86 10.35 12.22 14.11 18.81
5/8 10.10 12.64 14.69 17.12 22.70
3/4 14.23 16.94 19.61 26.62 34.24
7/8 18.71 23.02 25.96 31.92 39.58
1 22.00 28.17 36.30 41.47 51.55
1178 27.36 35.41 40.83 58.47 72.26

All dimensions are inches.

Quantity Discounts How to order: Example

1-24 25-49 | 50-249 250+ Style Dia. Length Mat. Qty.
NET 5% 10% Call FTB 172 21/ M-2 2

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Decimal Tool/Gage Blanks £ PRECISION
g _

M-2: High Speed Steel ¢ Rc 60/63

Style DTB

D L = Length

Diameter R Ty 5l < D*

.006 - .029 On Request

.030 - .061 2.55 4.27 O

.062 - .100 2.88 4.59 6.63 8.48 13.60 17.66 22.40

.101 - .140 2.89 4.59 6.45 9.85 14.27 18.52 23.51

141 - .250 3.56 5.10 7.49 10.87 15.46 20.06 25.50

251 -.312 4.73 6.22 8.73 12.28 17.10 22.19 28.17 >

313 - .375 6.35 8.18 10.32 13.89 18.70 24.26 30.79 /1)

.376 - .437 7.94 9.42 11.91 15.68 20.47 26.57 33.70 L

1438 - .500 8.64 10.13 12.63 1637 | 2116 | 27.47 | 34.86 :-g;

.501 - .562 10.78 13.45 15.24 19.69 26.35 34.20 43.40

.563 - .625 13.11 15.90 17.96 24.37 31.63 41.06 52.12

.626 - .750 17.73 21.70 24.54 33.41 43.11 55.98 71.05

.751 - .875 22.73 28.00 31.90 43.77 54.33 70.55 89.53

.876 - 1.000 28.41 35.18 40.08 55.76 69.99 90.87 115.31
1.001 -1.125 35.67 45.00 51.50 71.51 96.94 121.12 153.71 LA R B2 S

P N M
All items are subject to the set-up charge per diameter. +.0002 +.0001 +.0000
Tool blanks also available in A-2, PM-M4, PM-10V, Stainless Steel. -.0000 -.0001 -.0002

All dimensions are inches.

Set-up Charges

2-1/2” — 4” $30.00
6” — 8” $40.00
10” — 127 $50.00

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter | .010-.029 |.030-.125|.126-.375|.376-.499.| .500-.625 1-24 | 25-49 |50-249| 250+ Style | Dia. | Tol. |Length | Mat. | Qty.
Price (each) | On request .35 .45 .65 On request NET 5% 10% Call DTB | .1365 P 21/2 M-2 25

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Bevel Head Perforators
Tool Steel: RC 58/60 ¢ M-2 High Speed Steel: Rc 60/63

Style AF*

+.005 +.0003

T .7D 005 D Zo003
5/32” Max. Head Height Up to within
Punches Over.224” Diameter 3/8” under Head
60° | Y 8 |
| L@ — .

18D
H Ref.

D
Diameter
.001" R
increments
020 - .029 2 e
. . 21/ 2.88 2.85
030 - .039 : o
.030 - . 21/ 2.85 2.87
2 2.40
.040 - .0625 (1/1¢) 21/ 2.70 2.74
2 2.40
.063 - .0781  (5/g4) 21/ 2.70 2.74
2 2.40
079 -.0937  (3/32) 21/ 2.70 2.74
2 2.62
.094 - 1094 (7/p4) 21/ 2.99 3.25
2 2.62
110-.125  (1/g) 21/ 2.99 3.25
126 - .135 : Tos
. . 21 3.29 37
136 - .157 2 Tor
. . 21/ 3.91 5.17
158 - .187 2 o
. . 21 3.91 5.17
188 - .250 2 o
. . 21/ 3.91 5.17

* Specify AF 01 or AF M-2.
Larger sizes available on request.
10 piece minimum.

All dimensions are inches.

Minimum Cut-off Charge $10.00 Quantity Discounts How to order: Example

Diameter | .020-.029 | .030-.125 | .126-.250 10-24 25-49 | 50-249 250+ Style Dia. Length | Qty.
Price (each) | On request .35 .45 NET 5% 10% Call AF 01 125 21/2 50
AFM-2 | 125 21/ 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Long Length Bevel Head Perforators

Tool Steel: RC 58/60 e Style AF-01: 4" and 6" lengths

.005 +.0003
> T .70 00s D ~o00s
5/32” Max. Head Height L;lyp to within
Punches Over.224” Diameter 3/8” under Head
60° | R e
+.03
H 1.8D L -.00
Ref.

DIAMETER: FRACTIONAL INCREMENTS

D L Net Price Each

Diameter

3

Jh

RECTSION

e TOCHL NG

L R T

Style AF 01

DIAMETER: DECIMAL .001” INCREMENTS

D Diameter

DECIMAL

L

Net Price Each

FRACTIONAL Length .001 increments  -e"9th 5099 | 25.49
g s ¥z Tea 4 264 | 314 | 375 | 440 047 - 109 4 570 | 695 | 1010 | 18.19
6 336 | 3.85 | 459 | 530 6 ON REQUEST
y 4 234 | 272 | 323 | 373 1o 124 4 48 | 578 | 831 | 14.60
8 6 274 | 308 | 3.61 4.15 . : 6 512 | 662 | 906 | 15.60
o 5 4 239 | 274 | 325 | 374 196.- 156 4 499 | 598 | 843 | 1473
64 732 6 279 | 315 | 367 | 4.19 : : 6 530 | 682 | 977 | 1576
e 3 4 250 | 2.81 333 | 3.88 157 187 4 512 | 612 | 807 | 1525
64 16 . -.
6 284 | 323 | 373 | 425 6 548 | 7.63 | 12.60 @ 1856
s 7 4 339 | 374 | 430 | 482 188 218 4 578 | 682 | 927 | 15.86
64 32 . -.
6 419 | 454 | 507 | 556 6 646 | 861 | 1361 | 19.55
4 364 | 398 | 451 5.02 4 612 | 713 | 961 | 16.24
15/64 1/4 219 - .249
6 440 | 479 | 532 | 582 6 6.62 | 884 | 1374 | 19.71
4 572 | 607 | 657 | 713 4 868 @ 981 | 12.60 | 20.12
17/64 932 251 - .281
6 648 | 682 | 7.34 | 7.87 6 996 | 12.09 | 17.04 | 23.01
4 587 | 624 | 674 | 7.25 4 887 | 997 | 12.83 | 20.34
19/64 5/16 282 - .312
6 668 | 696 | 7.51 8.05 6 1032 | 1244 | 17.38 | 22.77
e 11, 4 6.46 677 | 733 | 7.84 515 343 4 944 | 1054 | 13.35 | 20.91
64 32 R -.
6 719 | 755 | 807 | 858 6 1077 | 1294 | 17.88  23.86
oes g 4 6.91 724 | 778 | 827 s44- 374 4 981 | 1093 | 1374 | 21.15
6 763 | 803 | 854 | 9.06 : : 6 1110 | 1326 | 1825 & 24.19

10 piece minimum.
Special pricing on large quantities.
All dimensions are inches.

Minimum Cut-off Charge $10.00 How to order: Example

Diameter .010-.029 .030-.125 .126-.375

Style

Dia.

Length

Qty.

Price (each) | On Request .35 .45

AF-01

5/32

6

200

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com

21



Long Length Bevel Head Perforators
M-2 High Speed Steel: RC 60/63 ¢ Style AF-M2: 4" and 6" lengths

Style AF-M2

] L Net Price Each
Diameter _
FRACTIONAL = Length 100 50-99 25-49 10-24

4” 4.66 5.35 6.11 7.04
1/16 S/64 3/32 7/64
6” 5.96 6.69 7.59 8.64
] 4” 4.33 4.87 5.54 6.37
/8
6” 4.76 5.27 5.98 6.77
4” 4.87 5.41 6.08 6.89
964 S/32
6” 5.27 5.82 6.48 7.08
4” 5.77 6.22 6.89 7.71
/64 3/16
6” 6.08 7.05 7.30 8.11
4” 6.77 6.96 7.98 8.80
13/64 /32
6” 7.18 7.70 8.40 9.22
4” 6.82 7.45 8.11 8.92
15/64 1/a
6” 7.30 7.87 8.51 9.35
4” 7.52 8.05 8.75 9.52
17/64 9732
6” 9.46 10.02 10.69 11.48
4” 7.52 8.05 8.75 9.52
19/64 S/16
6” 9.86 10.41 11.08 11.89
4” 7.95 8.50 9.15 9.96
21/64 11/32
6” 10.58 11.08 11.78 12.56
4” 7.95 8.50 9.15 9.96
23/g4 3/g
6” 11.08 11.62 12.31 13.11

For decimal size diameters, refer to Style A.
All dimensions are inches.

005 +.0003
T 7D g0 D ~oo0s
5/32” Max. Head Height Up to within
Punches Over.224” Diameter 3/8” under Head
60° [ § % |
[WRED L *_:88
Ref.

Minimum Cut-off Charge $10.00 How to order: Example

Diameter .010-.029 | .030-.125 | .126-.375 Style Dia. Length Qty.
Price (each) | On request .35 .45 AF M-2 1/8 4 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Economy Ejector Pins £33 PRECISION

"o PUNCH & TOOLING

J- = iy Bl Bl Fraii —

Style EC

L = Length

EC-06 116 | 7/64 | 3/6a | 4.48 5.08 | 5.35 5.91 6.29 6.75
EC-07 5/64 | 964 | 3/64 | 4.19 4.55 4.94 5.47 5.87 6.22
EC-09 3/32 | 5/32 | S/g4 | 4.02 440 | 479 528 | 5.64 6.05
EC-10 7/64 | 3/16 | S/64 | 4.19 | 4.55 4.94 5.42 5.80 6.17
EC-12 1/8 7/32 | 3/32 | 3.71 4.02 434 | 479 5.11 5.43 6.43 6.78 7.22
EC-14 9/64 1/4 7/e4 | 3.71 4.02 434 | 479 5.11 5.43 6.43 6.78 7.22
EC-15 5/32 | 17/a | 1/8 3.71 4.02 434 | 479 5.11 5.43 6.43 6.78 7.22
EC-17 | 11/64 | 5/16 1/8 3.91 4.21 4.55 | 4.96 5.35 5.66 6.73 7.01 7.38
EC-18 3/16 | 5/16 | 964 | 3.91 4.21 455 | 4.96 5.35 5.66 6.73 7.01 7.38
EC-20 | 13/g4 | 11/32 | 5/32 426 | 4.56 493 | 5.14 5.47 | 5.80 6.86 7.24 7.60
EC-21 7/32 3/8 5/32 458 | 4.94 5.32 5.52 5.87 6.22 7.27 7.65 7.98
EC-23 | 15/g4 | 13/32 | 11/4 | 4.79 5.11 5.43 5.91 6.22 6.58 7.43 7.83 8.22
EC-25 1/4 716 | 316 | 4.79 5.11 5.43 5.91 6.22 6.58 7.43 7.83 8.22
EC-26 | 17/g4 | 7/16 1/4 5.68 6.05 6.36 | 6.26 6.62 6.90 7.67 8.01 8.41
EC-28 9/32 | 716 1/4 5.68 6.05 6.36 | 6.26 6.62 6.90 7.67 8.01 8.41
EC-29 | 19/g4 | 1/2 1/4 6.09 6.41 6.75 6.43 6.76 7.13 8.02 8.43 8.79
EC-31 5/16 1/2 1/4 6.09 6.41 6.75 6.43 6.76 7.13 8.02 8.43 8.79
EC-32 | 21/g4 | 916 1/4 6.26 6.62 6.92 6.80 7.20 7.49 | 9.07 9.42 9.81
EC-34 | 11/32 | 916 1/4 6.26 6.62 6.92 6.80 7.20 7.49 | 9.07 9.42 9.81
EC-35 | 23/g4 | S/8 1/4 6.43 6.76 7.13 7.22 7.53 7.84 | 9.86 | 10.26 | 10.61
EC-37 3/8 5/8 1/4 6.43 6.76 7.13 7.22 7.53 7.84 | 9.86 | 10.26 | 10.61

Specifications: Oil hardeneing tool steel; hardness Rc58/60; heads annealed Rc 42/45.
All dimensions are inches.

D +.0005
+.005 -.0005

A)‘ T -.000 Up to Within
3/8" Under Head
{ Y
[] 31
L
+.000
005 L +.03

+.00

How to order: Example

Style Dia. Length Qty.
EC-12 /8 4 200

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238

sales@ppunch.com
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Core Pins

Style SH and HH

Style SH: Standard Hardness, Rc 30/35

L Length

6II
SH-09 3/32 1/4 1/8 8.78 9.04 10.50
SH-10 /64 1/4 1/8 9.04 9.37 11.10
SH-12 1/8 1/4 1/8 5.50 5.59 7.42
SH-14 9/64 1/4 1/8 5.50 5.82 7.42
SH-15 5/30 9/30 5/30 5.59 5.80 7.53
SH-17 11/64 11/32 3/16 5.59 5.80 7.83
SH-18 3/16 3/g 3/16 5.70 5.91 7.95
SH-20 13/64 3/8 3/16 5.80 6.12 8.04
SH-21 7/32 13/32 3/16 5.91 6.31 8.37
SH-25 1/4 /16 3/16 6.41 6.73 8.96
SH-28 9/30 716 1/4 7.01 7.34 9.74
SH-31 5/16 1/ 1/4 7.83 8.02 10.81
SH-34 11/32 9/16 1/4 8.46 8.78 11.61
SH-37 3/8 5/8 1/4 9.37 9.74 12.81
SH-40 13/32 11/16 1/4 10.07 10.50 13.94
SH-43 16 11/16 1/4 11.21 11.51 15.27
SH-46 15/32 3/4 1/4 12.01 12.63 16.67
H *_'g?g SH-50 /2 3/4 1/4 13.12 13.65 17.91
) A)‘ ’(7 SH-56 9/16 13/16 1/4 15.97 21.28
. ] Tf.ggg SH-62 5/g /3 1/4 19.04 24.93
| —f . SH-75 3/4 1 1/4 25.93 34.17

/5 A Maximum Style HH: High Hardness, Rc 50/54
L+ 03 L Length

+.00 6"
HH-09 3/32 1/4 1/8 9.25 9.66 11.38
P HH-10 7/64 1/4 1/8 9.59 9.56 11.90
é HH-12 1/8 1/4 1/8 5.80 6.12 7.83
i HH-14 964 1/4 1/g 5.80 6.31 7.83
HH-15 5/32 9/32 5/32 6.12 6.31 7.83
HH-17 11/64 11/32 3/16 6.19 6.41 8.37
Yy L HH-18 3/16 3/8 3/16 6.19 6.62 8.37
J L HH-20 13/g4 3/g 3/16 6.31 6.73 8.62
D% HH-21 7132 | 13/32 316 6.41 6.82 8.62
HH-25 1/4 716 3/16 6.92 7.34 9.37
HH-28 9/32 /16 1/4 7.64 8.04 10.50
HH-31 5/16 1/2 1/4 8.46 8.78 11.61
HH-34 11/32 9/16 1/4 9.17 9.67 12.81
HH-37 3/ 5/g 1/4 10.07 10.58 14.06
HH-40 13/32 11/16 1/4 10.81 11.51 15.27
HH-43 716 11/16 1/4 12.01 12.63 16.77
HH-46 15/32 3/4 1/4 13.03 13.72 18.42
HH-50 1/2 3/4 1/4 14.06 14.84 19.84
HH-56 9/16 13/16 1/4 17.40 23.21
HH-62 5/ 7/8 1/4 20.34 27.51
HH-75 3/4 1 1/4 28.07 37.66

Specifications: Air hardened hot work die steel; precision ground after heat treating;
heads forged and annealed.

All dimensions are inches. How to order: Example

Style Dia. Length Qty.
SH-09 3/32 6 50

For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com
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Nitrided Ejector Pins £ PRECISION
J__-; Bl H S TOR L s

Surface Hardness: Rc 64/74 ¢ Core Hardness: Rc 41/45 e e

Style EP and EPO

—><—T*

/— .030 R Maximum ¢
g L3 Y —

Style EP: Standard Ejector Pins Style EPO: .005 Oversize Ejector Pins
L = Length
6” 1 o!! 1 4” 1 81!

EP-04 | 3/p4 14 178 948 | 11.90 EPO-06 | 1/16 174 /g | 13.24
EP-06 | 1/16 14 178 883 | 11.37 EPO-07 | 5/64 /4 /g | 13.24
EP-07 | 5/e4 14 1/8 883 | 11.37 EPO-09 | 3/32 174 /g | 11.63
EP-09 | 3/32 14 1/8 795 | 895 EPO-10 | 7/64 174 /g | 11.63
EP-10 7/64 1/4 1/ 7.95 8.95 EPO-12 1/8 1/4 1/8 5.71 6.45
EP-12 1/g 14 1/8 486 | 486 | 609 | 14.01 EPO-14 | 964 174 178 5.87
EP-14 | 94 1/4 1/g 503 | 518 | 7.06 | 13.36 EPO-15| 532 | 932 | 532 | 570 | 7.20
EP-15 | 532 | 932 | 52 | 452 | 504 | 650 | 9.07 EPO-17 | /g4 | /32 | 3116 | 6.22
EP-17 | /g4 | 11/32 | 316 | 540 | 550 | 7.60 EPO-18 | 3/16 S/8 816 | 610 | 7.70
EP-18 | 3/1 3/g 316 | 472 | 542 | 720 | 945 EPO-21| 7/32 | 13/32 | 3116 | 6.75
EP-20 13/64 3/8 3/16 6.03 7.74 EPO-25 1/4 /16 3/16 7.34 9.42
EP-21 | 7/32 | 13/32 | 3/16 | 504 | 602 | 7.58 EPO-28 | 932 | 7/ /4 8.26
EP-23 15/g4 13/30 3/16 6.59 8.51 EPO-31 5/16 1/2 1/4 9.14 11.86
EP-25 1/4 716 | 316 | 542 | 675 | 8.48 | 10.88 EPO-34 | 11/32 | 9716 /4 | 1032
EP-26 17/64 /16 1/4 7.74 9.07 EPO-37 3/8 5/8 1/4 11.52 14.90
EP-28 | 932 | /16 14 633 | 734 | 955 | 127 EPO-40 | 13/32 | 116 | 14 | 1281
EP-29 19/64 1/ 1/4 8.48 10.05 EPO-43 /16 11/16 1/4 14.14 19.07
EP-31 | 5/16 172 14 696 | 9.04 | 1005 | 14.01 EPO-46 | 15/32 | /4 /4 | 15432
EP-32 21/g4 9/16 1/4 9.55 12.45 EPO-50 1/2 3/4 1/4 16.80 22.64
EP-34 | 11/32 | 916 14 823 | 1000 | 12.61
When ordering specify EP or EPO.

EP-35 23/64 5/8 1/4 10.05 13.50 Specifications: H-13 hot work die steel; heads forged and
EP-37 3/8 5/ 1/4 8.25 11.12 13.61 18.35 annealed; body nitrided; honed finish.
EP-40 | 13/32 | 11116 | /4 910 | 1240 | 16.02 | 21.10 All dimensions are inches.
EP-43 | 7ie | e | 1/ 10.00 | 1361 | 17.36 | 2355 [ *Tolerances |
EP-46 | 15/32 | 3/4 174 | 1267 | 1491 | 2482 | 26.00 D H T L
EP-50 1/2 3/4 1/4 11.96 16.21 21.34 28.15 Up to 1/2” Dia. -.0005” | +.000” | +.000” | +.375”

& 14” Long -.0008” | -.010" | -.002” | -.000”
EP-56 | 916 | 13/16 | 1/4 | 1478 | 20.19 | 2568 | 33.53
EP62 | 5/8 I8 14 | 1714 | 2369 | 20.82 | 38.70 Over f L;,E’éa' OO | TS | oo, | AT
EP-68 | 11/16 | 15/16 | 14 | 2257 | 27.90 | 39.41 | 4567
EP-75 | 3/4 1 14 | 23.87 | 3206 | 4081 | 52.22
EP-87 | 7/8 | 11/8 | 14 | 52.26 | 61.47 | 104.44 | 147.50
EP-100 1 114 | 14 | 5477 | 61.47 | 121.03 | 156.53 Style | Dia. | Length | Qty.

EPO-06 | 1/16 14 50

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238 sales@ppunch.com
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Nitrided Ejector Pins

Surface Hardness: Rc 64/74 ¢ Core Hardness: Rc 41/45 ¢ Shoulder Type

Style EPS-5 Style EPS-2

Ve T e T* 18"
i =t -
[ S e Yo [ E——F —
1 H* 1/24 _JS" I* var HY A_ﬂg ‘I[*
* [* A |
Style ‘ D Diameter = L I.1e°r:f’th —
EPS-5-046 3/64 9.42 11.91 15.27
EPS-5-051 .005 3/p4 O.S. 13.13
EPS-5-062 1/16 8.95 10.74 14.34
EPS-5-067 .005 1/16 O.S. 12.43
EPS-5-078 5/64 8.95 11.14 14.56
EPS-5-083 .005 5/g4 O.S. 12.48
EPS-5-093 3/32 8.01 10.15 13.80
EPS-5-098 .005 3/32 O.S. 11.38
EPS-5-109 7/64 8.02 10.15 13.80
EPS-5-114 .005 7/g4 O.S. 11.38
Style ‘ D Diameter = = I:::Igth —

EPS-2-046 3/64 9.17 10.57 14.78
EPS-2-051 .005 3/p4 O.S. 12.66
EPS-2-062 1/16 8.86 10.64 13.03
EPS-2-067 .005 1/16 O.S. 11.91
EPS-2-078 5/p4 8.96 10.64 13.83
EPS-2-083 .005 5/g4 O.S. 11.91
EPS-2-093 3/32 7.69 9.59 13.24
EPS-2-098 .005 3/32 O.S. 10.88
EPS-2-109 7/64 7.69 9.59 12.98
EPS-2-114 .005 7/g4 O.S. 11.21

When ordering please specify EPS-5 or EPS-2.

Specifications: H-13 hot work die steel; heads forged and annealed; body nitrided; honed finish.

All dimensions are inches.

Style Dia. Length Qty. P H T L
EPS-5-046 3/64 10 50 -.0005” | +.000” | +.000” | +.375”
-.0008” | -.010” | -002” | -.000”
For delivery call 860.229.9902 or visit www.ppunch.com
FAX 860.224.4238 sales@ppunch.com




Custom Shapes £\ PRECISION

. - LI“ 7 PUNCH &TOOLING
Available on: PS and PE Punches and on D and H Dies s B s
Please specify Shape Style when ordering. See below.

S1 S2 S3 S4 S5
P
2 !
JP
-
W A = Even No. of Sides
S6 S7 S8 S9 S10

A = Even No. of Sides A = Odd No. of Sides A = Odd No. of Sides

Si1 S12 S13 S14 S15

S16 S17 S18 S19 S20

R, = .683W-.188P
R, = 1.183P-.683W

NOTES TO ABOVE DRAWINGS:
How to order: Example

1. Corner Radius . ]
- Inside: Punches & Dies - .003 to .008 (both) Style Length | Mat. | Pt. Dim. (P x W) R | Pt. Lng. | Tol. | Keying | Qty.
- Outside: Punches & Dies - Sharp (unless specified)
- 1 R
2. Center line on drawings indicates center line of body diameter. PSS18-50 | 21/4 110-V| 418 x 324 R .007 ! #2 | 2D 4
Pricing on request. DS18-62 | 1 |10-V| .420 x.326 R .008 - |#2| 2D | 4

All dimensions are inches.

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238 sales@ppunch.com
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Improve Stamping Performance

In addition to choosing the right steel, right surface
treatment and right surface finish as described in previous
sections, Punch and Die clearance need to be considered.

Punch and Die Clearances

The clearance between the punch and die is based on many
factors such as: material, material hardness, material thickness,
and desired finish of the stamped hole or OD of a blank. These
factors also have an effect on the anticipated tool life. Tighter
punch and die clearances will lead to a better-quality piercing in
terms of: roll over (minimized), axial depth of the burnished area
(maximized), the axial depth of the remaining breakout (mini-
mized), and finally the exit side burr (minimized), but will create
higher stresses in the tooling contact surfaces leading to impact
spalling, adhesive galling, or abrasive wear. The roll over is
caused by the initial entry of the part into the material being
pierced and is a result of plastic deformation of the material prior
to the commencement of the punch’s cutting action.

As the punch enters the material being stamped and the cutting
action begins, this creates a burnished annular ring whose
depth increases with reduced punch and die clearance. As the
burnished annular ring depth increases, the breakout depth de-
creases. Punch and die clearances are usually called out as a
percentage of the material thickness being stamped as well as
the material type and hardness.

The formula for blank and punch clearances is given by

¢ = (Dd-dp)/2 (see Table 1 for clearances) where:
¢ = punch and die clearance per side

Dd = diameter of the die opening

dp = diameter of the punch

Table1: Punch and Die Clearance “c” as a percentage of stock thickness

| |

|

| |

Material <0.040” 0.040” - 0.080” 0.082” - 0.118 0.122” - 0.197” 0.200” - 0.275”
Low Carbon Steel 5% 6% 7% 8% 9%
Copper & Soft Brass 5% 6% 7% 8% 9%
0.20% to 0.23% Carbon 6% 7% 8% 9% 10%
Hard Brass 6% 7% 8% 9% 10%

Hard Steel 7% 8% 9% 10% 12%
0.40% to 0.60% Carbon

FAX 860.224.4238

sales@ppunch.com
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Precision Punch & Tooling Enhancement Coatings

TiN - (Titanium Nitride) PVD Coating

Titanium nitride was the first general-purpose coating,
and the PVD (physical vapor deposition) coating
remains an extremely popular and inexpensive choice
for wear resistant coatings on cutting tools, punching
or forming applications. The TiN treatment provides
excellent lubricity and wear resistance on cutting
edges and wear surfaces.

* Works best when used with lubricants.

¢ Extreme micro hardness 2300 Vickers*.

* TiN is not recommended for stainless steel,
nickel or copper applications.

TiCN - (Titanium CarboNitride) PVD Coating
Adding carbon to a TiN film creates a PVD coating
that increases hardness by nearly 80%, resulting in
extremely high wear resistance on cutting edges
and wear surfaces. TiCN has the broadest range
of applications among PVD coatings for enhanced
performance and longer tool life.

o |Improved lubricity.

¢ Extremely high micro hardness of 3000 Vickers*.

¢ TiCN is recommended for stainless steel, nickel or
copper applications.

TiAIN - (Titanium Aluminum Nitride) PVD Coating
This is the coating of choice for high temperature
applications where surface heat is generated. The
aluminum in the film converts to aluminum oxide as
the coating heats up, resulting in greater protection
against shear stress and increased wear resistance
on cutting edges. TIAIN coating is often used to
protect dies and molds that are operated at high
temperatures as in medium and hot forging and
extrusion industries. High thermal stability.

¢ Extremely high micro hardness of 3400 Vickers*.

o Effectively used to machine titanium, aluminum

and nickel alloys, stainless steels, alloy steels,
e Co-Cr-Mo and cast

P-Tride™ - Nitride

This case-hardening surface treatment coats and
toughens all outer tool surfaces. Its popularity is
derived from a large range of effective case
applications available at a relatively small cost.
Because P-Tride™ case-hardens all exposed
surfaces without relying on line of sight (such as with
the PVD process), it is extremely effective for coating
items such as buttons and tools.

o |deal for increasing surface hardness by
approximately 10 points HRC.

P-Wear™
This is a dual-process surface treatment/coating
process. By providing an extremely hard coating on
top of a less hard but tough surface treatment, load
is distributed throughout the tool. This can prevent
premature tool failure in applications, such as
extracting or forming, where tools endure isolated
stress or load on small areas.
¢ Provides excellent toughness with high micro hardness

of 2300 Vickers*.
¢ P-Wear™ is not recommended for use in stainless steel,

nickel and copper applications and is most effective
when used with lubricants.

P-Wear Extreme™

With the same superior qualities as P-Wear™,

this dual-process surface treatment/coating process
also offers a greater hardness and lower coefficient
of friction, translating into higher wear resistance.

* Provides excellent micro hardness of
3000 Vickers*.

o P-Wear Extreme™ is recommended as a superior
choice for stainless steel, nickel and copper
applications as well as for shaving operations.

* Vickers used when RC exceeds 80.

FAX 860.224.4238

sales@ppunch.com




uncompromised quality

outstanding service

MoST™ — (Titanium CarboNitride with

Molybdenum Disulfide)

PVD w/Moly Top Coating

MoST™ coating provides longer tool life through

reduced operating friction and galling. The highly

lubricious top layer coat is perfect for stamping

of pre-painted material and plated material

applications.

o Offers extremely high lubricity.

* Provides micro hardness of 2000 Vickers*.

* MoST™ is especially effective with stainless, HSLA
grades, and high tensile strength stainless.

* MoST™ also offers an additional special heat treatment

enhancement process to optimize toughness.
* MoST™ is a trademark of lonBond® Inc.

Alcrona™ - (Aluminum Chromium Nitride)

PVD Coating

This multifunctional aluminum and chromium
coating is ideal for a very wide variety of high
temperature and high strength cutting tools and for
punching and forming applications. The treatment
creates excellent wear resistance, thermal shock
stability and high hot hardness properties. The
enhanced performance is due to the advantages
of thermal stability, low coefficient of friction,

and ductility.

* Exceptionally low coefficient of friction.

o Extraordinary high thermal ability.

¢ Extremely high micro hardness of 3400 Vickers*.
e Alcrona™ is a trademark of Oerlikon Balzers.

CrN - Chrome Nitride Coating

This coating has excellent adhesion, high
toughness, and good corrosion resistance.
Typical applications are metal forming, metal
die casting, and plastic injection molding.
Approximate hardness is 1800-2100 Vickers®.

nACVic Coating

This coating is used for forming and punching
applications for high alloyed materials. The
coating offers a low coefficient of friction and
therefore offers improved wear resistance.
Approximate hardness is 4000 Vickers®.

Balinit C Coating

This coating is a WC/C-based coating, and
thus a mixture of metal and diamond-like
carbon. Results in reduced surface fatigue
tribo-oxidation, thereby reducing adhesive
wear and good sliding properties due to a
low coefficient of friction.

Electroless Nickel Coating

Depending on customer application combined
with low, medium or high levels of Phosphorous,
provides corrosion resistance and offers wear
protection. Electroless Nickel PTFE (Teflon)
plated in a medium level Phosphorous bath
provides lubricity and mold release properties
for low-temp injection mold operations.
Electroless Nickel Boron provides maximum
hardness and self-lubrication for

anti-galling properties.

* Vickers used when RC exceeds 80.

FAX 860.224.4238

sales@ppunch.com
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On-line Order Tracking...
easy as 1,2,3!

o Locate your Order# e At www.ppunch.com go to e Enter your Order# and P.O.#
and PO.# the Track Order button. exactly as they appear.

@ e

Enter your order number and PO number below 10 view your order details and track your

67890 _Ordy Number
12345-8 P,

PO NUMBER

s

All designs can be configured Since 1965, moldmakers, stampers, cold heading, eyelet manufacturers,
to customer specifications — medical component manufacturers and industrial and electronics
including metric. manufacturers worldwide have relied on the full range of resources

available from the Precision Punch & Tooling Corporation. From small
When it comes to shape, prototypes to large volume grders, gach piece is meticulou;ly engineered
. L to exact customer specifications. With over 60% of our business

size and finish, no other being generated from custom design orders we know what it takes to

component manufacturer successfully comprehend the specific expectations of designers, CAD

offers you more. operators and engineers. Best of all, our on-site, experienced technical
team is always available to assist our customers with the simplest sketch
through the most intricately engineered component. Our know-how and
many years of interactive experience have taught us how to keep quality at
the highest levels... and your cost low.

£\ PRECISION
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— Where Innovation Meets Precision —

QUALITY ASSURANCE, TERMS AND CONDITIONS

UNLESS OTHERWISE SPECIFIED, INDUSTRY STANDARD TOLERANCES WILL BE APPLIED.

Precision Punch &Tooloing Corporation guarantees the quality of base materials used and our workmanship according to customer specifica-

tions. The customer is solely responsible for the design and accuracy of engineering specifications required for their intended application(s).

We understand that our products are often subject to continued operations, including re-work, processing, or other procedures beyond our

control or influence. Therefore, we do not assume any responsibility for our products post-delivery, once they have been subjected to any
We acce pt type of procedures or processes that may affect in any way or form, physical or structural characteristics that may compromise the integrity

. - of our products as delivered.
major credit cards '

Quotation quantity is subject to +10%. If you require an exact quantity, please discuss this with a Sales Representative to verify pricing.
Quotations are valid for 30 days. Quoted delivery time is based on receipt of Order (excludes weekends and holidays). F.0.B. Berlin, CT USA.
Payment terms: NET 30 DAYS.

Precision Punch& Tooling is a trademark of Precision Punch & Tooling Corporation. All rights reserved. ©Copyright 2023 Precision Punch

o)
& Tooling Corporation. The contents of this catalog, including photos, illustrations, pricing and text cannot be duplicated electronically, or

Registered Trademarks of Visa, MasterCard and American Express

For delivery call 860.229.9902 or visit www.ppunch.com

FAX 860.224.4238 sales@ppunch.com
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Tel: 860 229 9902 — = == ==
Fax: 860224 4238 ———— —_— — : _

S S S

PRECISION TOOLING MADE IN THE USA SINCE 1965
www. D unch.com






